B Four Flying
C172 N6654H
preflight
checklist
interior
1. DOCUMENTS
AROW
2. Control Lock
REMOVE
3. Ignition Switch
OFF/KEY ON DASH
4. Fire Extinguisher
FILLED/SECURED
5. fuel selector
both
6. Trim
takeoff
7. Mixture
OFF
8. Throttle
IDLE
9. Alternate Static Source
CHECK
10. Carb Heat
OFF
11. Electrical Switches
OFF
12. Avionics Power Switch
OFF
13. Master Switch
ON
14. Fuel Quantity
CHECK
15. Flaps
DOWN
16. Lights (Night)
CHECK
17. Master Switch
OFF
EXTERIOR

EMPENNAGE
1. BAGGAGE DOOR
CLOSED/LOCKED

2. Horizontal Stab/Elevator
CHECK
3. Tail Tie-Down
REMOVE
4. Vertical Stab/Rudder
CHECK
5. Position Light
CHECK
6. Trim Tab
CHECK
7. AIRPLANE ANTENNAE
VISUALLY CHECK

RIGHT WING
1. FUEL SUMP
DRAIN/CHECK

2. MAIN GEAR, TIRE, BRAKE
CHECK

3. Flap and Aileron
CHECK
4. Wing Tip, Nav & Strobe Lights
CHECK
5. Leading Edge
CHECK
6. Wing Tie-Down
REMOVE
7. Overhead Cabin Vent Inlet
CLEAR
8. Fuel Quantity
CHECK VISUALLY
9. Fuel Cap/Vent
SECURE/CLEAR

NOSE
1. Engine Oil
CHECK (6 -8)
2. Fuel Strainer
DRAIN/CHECK
3. Exhaust Stack
SECURE
4. Propeller/SPINNER
CHECK
5. Landing Light
CHECK
6. Induction Inlet/Filter
CHECK/CLEAR
7. Nose Gear Tire/Strut
CHECK
8. Static Source (left side)
CLEAR
9. Windshield
CHECK/CLEAN

LEFT WING
1. Fuel Quantity
CHECK VISUALLY
2. Fuel Cap
SECURE
3. Overhead Cabin Vent Inlet
CHECK
4. Pitot Tube
REMOVE COVER/CLEAR
5. Stall Warning
CHECK
6. Fuel Tank Vent
CLEAR
7. Wing Tie-Down
REMOVE
8. Leading Edge
CHECK
9. Wing Tip, Nav & Strobe Lights
CHECK
10. Aileron and Flap
CHECK
11. MAIN GEAR, TIRE, BRAKE
CHECK

12. FUEL SUMP
DRAIN/CHECK

13. 360° Walkaround
COMPLETE
B Four flying
c172 N6654H
normal
checklist
BEFORE STARTING ENGINE
1. Preflight Inspection
COMPLETE
2. Passenger Briefing
COMPLETE
3. Seats, Belts, Harnesses
ON/ADJUST
4. Brakes
HOLD
5. Fuel Selector
BOTH
6. Mixture
RICH
7. Throttle
OPEN 1/4 inch
8. Carb Heat
OFF
9. Beacon
ON
10. Nav/Cockpit Lights
AS REQ'D
11. Circuit Breakers
IN
engine start
1. Prime
AS REQ'D (4-6 Cold)
2. Propeller Area
CLEAR
3. Master Switch
ON
4. Ignition Switch
START
5. Throttle
1,000 RPM
6. Oil Pressure
CHECK
7. ammeter
Normal
8. Avionics Power Switch
ON
9. Flaps
UP
10. Lights
as req'd
11. Avionics/ATIS
SET
12. Heading and Attitude Ind
SET
13. Altimeter
SET
14. Transponder
STDBY/CODE
taxi
1. Brakes
TEST

2. TURN INSTRUMENTS
CHECK

BEFORE TAKEOFF
1. Brakes
HOLD
2. Flight Controls
FREE/CORRECT
3. Fuel Selector
BOTH
4. Trim
TAKEOFF
5. Mixture
RICH
6. Throttle
1,700 RPM
7. Magnetos
CHECK (125/50)
8. Carb Heat
CHECK
9. Engine Instruments
CHECK
10. Ammeter
CHECK
11. Suction
4.5"-5.4"
12. Throttle
1,000 RPM
13. FLAPS
AS REQUIRED
14. DOORS/WINDOWS
CLOSED/LATCHED

15. INSTRUMENTS/RADIOS
SET

16. DEPARTURE/ABORT PLAN
REVIEW

IFR CHECKLIST
1. Clearance
OBTAIN
2. Clock
SET/OPERATING
3. Airspeed Indicator
ZERO
4. VSI
NOTE ERROR
5. Marker Beacon
TEST
6. GPS
SET/SIGNAL
7. Comm1 & Nav1
SET/ID
8. Comm2 & Nav2
SET/ID
9. ADF
SET/ID
10. Transponder
CODE/TEST
11. Proper Charts
READY
12. Pitot Heat
AS REQ'D
TAKEOFF
1. LIGHTS
ON/AS REQ’D
2. Transponder
ALT
3. Time
NOTE
4. Throttle
FULL OPEN
CLIMB

1. Throttle
FULL OPEN
2. Mixture
LEAN ABV. 3,000'
3. Flaps
UP
4. Lights
AS REQUIRED

5. ENGINE INSTRUMENTS
CHECK
CRUISE

1. Power
AS PLANNED
2. Mixture
LEAN ABV. 3,000'
3. Trim
ADJUST
4. Lights
AS REQUIRED
IN-RANGE

1. Altimeter
SET
2. Fuel Selector
BOTH
3. Mixture
ENRICHEN AS REQ’D
4. Lights
AS REQUIRED
5. Seatbelts
ON/ADJUST
6. Approach Briefing
AS REQ'D
airspeeds for normal operation
VR 60

Vx 71

Normal Climb 90
vy 84

va 98-112
Go-Around 69
Pattern
Entry 100
Abeam 90
Base 80
final approach
Normal 75
Short 71

No flap 80
GO AROUND
1. Throttle
FULL OPEN
2. Carb Heat
OFF

3. CLIMB
POSITIVE RATE
4. Flaps
RETRACT TO 20°
5. Airspeed
69 IAS
6. Wing Flaps
RETRACT slowly
AFTER LANDING
1. Flaps
UP
2. Trim
takeoff
3. Carb Heat
OFF
4. Transponder
STBY
5. Lights
AS REQUIRED
SHUTDOWN
1. Avionics Power Switch
OFF
2. Throttle
1,000 RPM
3. Mixture
OFF
4. Ignition Switch
OFF
5. Lights
OFF
6. Master Switch
OFF
7. Control Lock
install
8. Hobbs Time
RECORD
9. chocks/TIEDOWNS
as req'd
10. Post-flight Walkaround
COMPLETE
b four Flying
c172 n6654h

emergency
checklist
engine failure during takeoff run
1. Throttle
idle
2. brakes
apply
3. flaps
up
4. runway
clear if able
5. mixture
off
6. ignition switch
off
7. master switch
off
engine failure immediately after takeoff
1. airspeed
80 ias
2. mixture
off
3. fuel selector
off
4. ignition switch
off
5. flaps
as req'd
6. master switch
off
7. doors (prior to touchdown)
unlatch
ENGINE FAILURE DURING FLIGHT
1. Airspeed
80 IAS
2. Carb Heat
ON
3. Fuel Selector
BOTH
4. Mixture
RICH
5. Throttle
OPEN HALFWAY
6. IGNITION SWITCH
CYCLE
7. Primer
IN/LOCKED
EMERGENCY LANDING, NO POWER
1. Airspeed
80 IAS (flaps up)

75 IAS (flaps down)
2. Landing Site
SELECT
3. Approach Path
PLAN
4. RADIO/TRANSPONDER
MAYDAY
5. Fuel Selector
OFF
6. Mixture
OFF
7. throttle
idle
8. IGNITION SWITCH
OFF
9. flaps
as req'd
10. Master Switch
OFF
11. Doors (PRIOR TO TOUCHDOWN
UNLATCH

12. TOUCHDOWN
SLIGHTLY TAIL LOW

13. BRAKES
APPLY HEAVILY
PRECAUTIONARY LANDING WITH POWER
1. RADIO/TRANSPONDER
MAYDAY

2. Flaps
20°
3. Selected Field
FLY OVER
4. APPROACH PATH
PLAN

5. Avionics power switch
off
6. Electrical Switches
OFF
7. Flaps (on final)
30°
8. Airspeed
75 IAS
9. Master Switch
OFF
10. Doors (prior to touchdown)
UNLATCH
11. Touchdown
SLIGHTLY TAIL LOW
12. Ignition Switch
OFF
13. Brakes
APPLY HEAVILY
WING FIRE
1. Pitot Heat
OFF
2. Nav Lights
OFF
3. Strobe Lights
OFF

4. LAND
ASAP
ENGINE FIRE DURING START
1. Cranking
CONTINUE

If engine starts:
2. Throttle
1,700 RPM
3. Fuel Selector
OFF
4. Mixture
OFF

If engine fails to start:
2. Mixture
OFF
3. Throttle
OPEN
4. Cranking
CONTINUE
5. FUEL SELECTOR
OFF

6. Fire EXTINGUISHER
READY
7. MASTER SWITCH
OFF

8. IGNITION SWITCH
OFF

9. FIRE EXTINGUISHER
USE

ENGINE FIRE IN FLIGHT
1. MIXTURE
OFF
2. FUEL SELECTOR
OFF
3. Master Switch
OFF
4. CABIN HEAT/AIR
CLOSED
5. Airspeed
115 IAS OR MORE
6. Forced Landing
EXECUTE
ELECTRICAL FIRE IN FLIGHT
1. Master Switch
OFF
2. Avionics/Electrical Switches
OFF
3. Vents/Cabin HEAT/AIR
CLOSED
4. Fire Extinguisher
ACTIVATE
5. Ventilation
AS REQUIREd

IF ELECTRICAL POWER IS NECESSARY
6. Master Switch
ON
7. Circuit Breakers
CHECK/DO NOT RESET
8. Avionics/Electrical Switches
ONE AT A TIME
ICING

1. PITOT HEAT
ON

2. TURN BACK OR CHANGE ALTITUDE

3. CABIN HEAT
ON

4. DEFROSTER OUTLET
OPEN

· INCREASE RPM TO MINIMIZE PROP ICING

· WATCH FOR SIGNS OF CARBURETOR ICE

ELECTRICAL MALFUNCTIONS

HIGH VOLTAGE LIGHT ILLUMINATES
1. Avionics power switch
OFF
2. Master Switch
CYCLE
3. avionics
AS REQ'D
if HIGH voltage light illuminates again
4. Alternator
OFF
5. Nonessential Electrical Equip
OFF
6. Land as soon as practical

insufficient RATE OF CHARGE
1. Avionics Power Switch
OFF
2. Alternator Circuit Breaker
IN
3. Master Switch
CYCLE
4. avionics
AS REQ'D

If ammeter still shows discharge
5. Alternator
OFF
6. Nonessential Electrical Equip
OFF
7. LAND AS SOON AS PRACTICAL
