[image: image1.jpg]& B Four Flying, Inc.





N6654H- 1975 CESSNA 172M
AIRCRAFT INFORMATION
V-SPEEDS
Vne
never exceed
182 IAS

Vwindow

182 IAS

Vno
max. structural cruise
145 IAS

Va
@2550 lbs
112 IAS


@2150 lbs
109 IAS


@1750 lbs
98 IAS
Vfe
flaps extended
100 IAS
Vy
@ sea level
84 IAS


@ 10,000
83 IAS

Vglide
best glide, prop windmilling, flaps up
78 IAS 
Vx
best angle
71 IAS

Vr
rotation
60 IAS

Vso
stall dirty
56 IAS

Vs
stall clean
64 IAS

Normal Climb Out
85-95 IAS

Short Field Takeoff, Flaps 10°, Speed at 50 ft
66 IAS

Normal Enroute Climb, Flaps Up
85-95 IAS

Normal Approach, Flaps Up
75-85 IAS

Normal Approach, Flaps 30°
70-80 IAS

Short Field Approach, Flaps 30°
71 IAS

Balked Landing/Go-Around, Flaps 20°
69 IAS

Engine Failure After Takeoff
80 IAS

Precautionary Landing With Engine Power
75 IAS

Landing Without Engine Power


Wing Flaps UP
84 IAS


Wing Flaps DOWN
76 IAS

Maximum Demonstrated Crosswind Velocity
15 MPH
DESCRIPTIVE INFORMATION

Engine- Lycoming O-360-A4M
Normally-aspirated, direct-drive, air-cooled, horizontally-opposed, carburetor-equipped, four-cylinder engine with 360 cubic inch displacement.

180 B.H.P. @ 2700RPM

Maximum Continuous RPM- 2540
14 volt DC electrical system, 60 amp alternator, 12 volt battery, split bus
Fuel Information- 


Approved Fuel Grades - 100LL (blue) and 100 (green)


We Use 100LL in the 172, NO autogas!

Total Capacity – 42 gallons


Total Usable Fuel- 38 gallons


Total Unusable – 4 gallons

Gravity flow (no pumps), manual primer injects fuel into intake ports, tanks are vented by right fuel cap and vent behind left strut cuff, vent line interconnects both tanks

Oil Information-

Oil Capacity - 8 quarts


Do Not Operate with Less Than 6 quarts


Oil Grade (specification) – MIL-L-22851 Ashless Dispersant Oil – 



Use 20W50 or 15W50 for all temperatures


We Use Phillips X/C 20W50 Oil
Propeller-


Hartzell, 2 blade, all aluminum, fixed pitch propeller

Landing Gear-

Fixed, tricycle type landing gear, tubular spring-steel main gear legs, air-oil nose gear strut; hydraulically actuated individual disc brakes on each main wheel, pneumatic tires

Flaps-


Single slot type, actuated by electric motor in right wing, 0° - 30°

Maximum Certified Weights-

Takeoff - 2550 lbs

Landing - 2550 lbs

Weight in Baggage Compartment 1 – 120 lbs


Weight in Baggage Compartment 2 – 50 lbs



(the combined total of baggage area 1 and 2 may not exceed 120lbs)

Current (3/99) Empty Weight of N6654H – 1492.7 lbs @ 37.20” CG

Current Useful Load – 1057.3 lbs 


Flight Load Factor Limits-

Flaps Up = +3.8g, -1.52g


Flaps Down = +3.0g
